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CHAPTER 2A. GENERAL 

Section 2A.06 Design of Signs 
Support: 

01 This Manual shows many typical standard signs and object markers approved for use on 
streets, highways, bikeways, and pedestrian crossings. 

02 In the specifications for individual signs and object markers, the general appearance of 
the legend, color, and size are shown in the accompanying tables and illustrations, and 
are not always detailed in the text. 

03 Detailed drawings of standard signs, object markers, alphabets, symbols, and arrows 
(see Figure 2D-2 in the MUTCD) are shown in the "Standard Highway Signs and 
Markings" book.  Section 1A.11 of this Supplement contains information regarding how 
to obtain this publication. 

04 In addition, detailed drawings of standard signs used in Virginia are shown in the 
ά±ƛǊƎƛƴƛŀ Standard Highway Signs BookέΦ Appendix A of this Supplement contains a link 
to this Virginia publication. 

05 The basic requirements of a sign are that it be legible to those for whom it is intended 
and that it be understandable in time to permit a proper response. Desirable attributes 
include: 

A. High visibility by day and night; and  

B. High legibility (adequately sized letters, symbols, or arrows, and a short legend for 
quick comprehension by a road user approaching a sign).  

06 Standardized colors and shapes are specified so that the several classes of traffic signs 
can be promptly recognized. Simplicity and uniformity in design, position, and 
application are important. 

Standard: 
07 The term legend shall include all word messages and symbol and arrow designs that 

are intended to convey specific meanings. 

08 Uniformity in design shall include shape, color, dimensions, legends, borders, and 
illumination or retroreflectivity. 

09 Standardization of these designs does not preclude further improvement by minor 
changes in the proportion or orientation of symbols, width of borders, or layout of 
word messages, but all shapes and colors shall be as indicated. 

PART 2 
SIGNS 
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10 All symbols shall be unmistakably similar to, or mirror images of, the adopted symbol 
signs, all of which are shown in the "Standard Highway Signs and Markings" and the 
ά±ƛǊƎƛƴƛŀ {tandard Highway Signsέ book (see Section 1A.11 of this Supplement and 
Appendix A of this Supplement). Symbols and colors shall not be modified unless 
otherwise provided in this Manual. All symbols and colors for signs not shown in the 
"Standard Highway Signs and Markings"  and the ά±ƛǊƎƛƴƛŀ Standard Highway Signsέ 
book shall follow the procedures for experimentation and change described in Section 
1A.10 of this Supplement. 

Option: 
11 Although the standard design of symbol signs cannot be modified, the orientation of the 

symbol may be changed to better reflect the direction of travel, if appropriate. 

Standard: 
12 Where a standard word message is applicable, the wording shall be as provided in the 

MUTCD or this Supplement. 

13 In situations where word messages are required other than those provided in the 
MUTCD or this Supplement, the signs shall be of the same shape and color as standard 
signs of the same functional type.   

14 As indicated in Section 1A.10 of this Supplement, Paragraph 25, any proposed or 
modified permanent Regulatory or Warning signs not in the MUTCD or this 
{ǳǇǇƭŜƳŜƴǘ ǎƘŀƭƭ ōŜ ǎǳōƳƛǘǘŜŘ ŦƻǊ ǊŜǾƛŜǿ ŀƴŘ ŀǇǇǊƻǾŀƭ ōȅ ±5h¢Ωǎ hŦŦƛŎŜ ƻŦ ǘƘŜ {ǘŀǘŜ 
Traffic Engineer. Signs shall not be fabricated or installed prior to approval.  This 
requirement shall apply whether or not submission to FHWA is required.     

Option: 
15 State and local highway agencies may develop special word message signs in situations 

where roadway conditions make it necessary to provide road users with additional 
regulatory, warning, or guidance information, such as when road users need to be 
notified of special regulations or warned about a situation that might not be readily 
apparent. Unlike colors that have not been assigned or symbols that have not been 
approved for signs, new word message signs may be used without the need for 
experimentation. 

Standard: 
16 Except as provided in Paragraph 18 and except for the Carpool Information (D12-2) 

sign (see Section 2I.11 of the MUTCD), Internet addresses and e-mail addresses, 
including domain names and uniform resource locators (URL), shall not be displayed 
on any sign, supplemental plaque, sign panel (including logo sign panels on Specific 
Service signs), or changeable message sign.  

Guidance: 
17 Unless otherwise provided in this Supplement or the MUTCD for a specific sign, and 

except as provided in Paragraph 18, telephone numbers of more than four characters 
should not be displayed on any sign, supplemental plaque, sign panel (including logo 
sign panels on specific service signs), or changeable message sign. 
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Option: 
18 Internet addresses, e-mail addresses, or telephone numbers with more than four 

characters may be displayed on signs, supplemental plaques, sign panels, and 
changeable message signs that are intended for viewing only by pedestrians, bicyclists, 
occupants of parked vehicles, or drivers of vehicles on low-speed roadways where 
engineering judgment indicates that an area is available for drivers to stop out of the 
traffic flow to read the message. 

Standard: 
19 Pictographs (see definition in Section 1A.13 of this Supplement) shall not be displayed 

on signs except as specifically provided in this Supplement or in the MUTCD. 
Pictographs shall be simple, dignified, and devoid of any advertising. When used to 
represent a political jurisdiction (such as a State, county, or municipal corporation) the 
pictograph shall be the official designation adopted by the jurisdiction. When used to 
represent a college or university, the pictograph shall be the official seal adopted by 
the institution. Pictorial representations of university or college programs shall not be 
permitted to be displayed on a sign. 

Section 2A.10 Sign Colors 
Standard: 

01 The colors to be used on standard signs and their specific use on these signs shall be as 
provided in the applicable Sections of the MUTCD or this Supplement. The color 
coordinates and values shall be as described in 23 CFR, Part 655, Subpart F, Appendix. 

Support: 
02 As a quick reference, common uses of sign colors are shown in Table 2A-5(VA) in this 

Supplement. Color schemes on specific signs are shown in the illustrations located in 
each appropriate Chapter of the MUTCD and this Supplement. 

03 Whenever white is specified as a color in this Supplement, the "Standard Highway Signs 
and Markings" book (see Section 1A.11 of this Supplement)Σ ƻǊ ǘƘŜ ά±ƛǊƎƛƴƛŀ Standard 
Highway Signsέ book (see Appendix A of this Supplement for link), it is understood to 
include silver-colored retroreflective coatings or elements that reflect white light. 

04 The colors coral and light blue are being reserved for uses that will be determined in the 
future by the Federal Highway Administration. 

05 Information regarding color coding of destinations on guide signs, including community 
wayfinding signs, is contained in Chapter 2D. 

Option: 
06 The approved fluorescent version of the standard red, yellow, green, or orange color 

may be used as an alternative to the corresponding standard color. 
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Table 2A-5(VA).  Common Uses of Sign Colors 

Type of Sign  
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Regulatory X   X X         X         X X 
 

      

Prohibitive     X X                   X X         

Permissive   X                         X         

Warning X                             X       

Pedestrian X           
 

                
 

  X   

Bicycle X           
 

                
 

  X   

Guide       X               X               

Interstate Route       X           X       X           

State Route X                           X         

U.S. Route X                           X         

County Route         X         X                   

Forest Route       X             X                 

Street Name       X               X               

Destination       X               X               

Reference Location       X                X               

Information       X           X   X               

Evacuation Route       X           X                   

Road User Service       X           X                   

Recreational       X             X X               

Temporary Traffic Control X                       X             

Incident Management X                       X           X 

School X                                 X   

ETC-Account Only X                               X****     

Changeable Message Signs                                       

Regulatory     X*** X         X                     

Warning         X       X                     

Temporary Traffic Control         X X     X                     

Guide       X         X     X**               

Motorist Services       X         X X**                   

Incident Management         X     X X                     

School, Pedestrian, Bicycle X        
 

  
 

  
 

                 X   

* Fluorescent versions of these background colors may also be used. 

** These alternative background colors would be provided by blue or green lighted pixels such that the entire CMS 
     would be lighted, not just the legend. 

*** Red is used only for the circle and slash or other red elements of a similar static regulatory sign. 

**** The use of the color purple on signs is restricted per the provisions of Paragraph 1 of Section 2F.03 of the MUTCD. 
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Section 2A.11 Dimensions 
Support: 

01 The "Standard Highway Signs and Markings" and ά±ƛǊƎƛƴƛŀ Standard Highway Signsέ 
book (see Appendix A and Section 1A.11 of this Supplement) prescribe design details for 
up to five different sizes depending on the type of traffic facility, including bikeways. 
Smaller sizes are designed to be used on bikeways and some other off-road applications. 
Larger sizes are designed for use on freeways and expressways, and can also be used to 
enhance road user safety and convenience on other facilities, especially on multi-lane 
divided highways and on undivided highways having five or more lanes of traffic and/or 
high speeds. The intermediate sizes are designed to be used on other highway types. 

Standard: 
02 The sign dimensions prescribed in the sign size tables in the various Parts and Chapters 

in the MUTCD, this Supplement, the "Standard Highway Signs and Markings," and the 
ά±ƛǊƎƛƴƛŀ {ǘŀƴŘŀǊŘ IƛƎƘǿŀȅ {ƛƎƴǎέ ōƻƻƪ (see Section 1A.11 and Appendix A of this 
Supplement) shall be used unless engineering judgment determines that other sizes 
are appropriate. Except as provided in Paragraph 3, where engineering judgment 
determines that sizes smaller than the prescribed dimensions are appropriate for use, 
the sign dimensions shall not be less than the minimum dimensions specified in the 
MUTCD or this Supplement. The sizes shown in the Minimum columns that are smaller 
than the sizes shown in the Conventional Road columns in the various sign size tables 
in the MUTCD or this Supplement shall only be used on low-speed roadways, alleys, 
and private roads open to public travel where the reduced legend size would be 
adequate for the regulation or warning or where physical conditions preclude the use 
of larger sizes. 

Option: 
03 For alleys with restrictive physical conditions and vehicle usage that limits installation of 

the minimum size sign (or the Conventional Road size sign if no Minimum size is shown), 
both the sign height and the sign width may be decreased by up to 6 inches. 

Guidance: 
04 The sizes shown in the Freeway and Expressway columns in the various sign size tables in 

the MUTCD or this Supplement should be used on freeways and expressways, and for 
other higher-speed applications based upon engineering judgment, to provide larger 
signs for increased visibility and recognition. 

05 The sizes shown in the Oversized columns in the various sign size tables in the MUTCD or 
this Supplement size should be used for those special applications where speed, volume, 
or other factors result in conditions where increased emphasis, improved recognition, or 
increased legibility is needed, as determined by engineering judgment or study. 

06 Increases above the prescribed sizes should be used where greater legibility or emphasis 
is needed. If signs larger than the prescribed sizes are used, the overall sign dimensions 
should be increased in 6-inch increments. 
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Standard: 
07 Where engineering judgment determines that sizes that are different than the 

prescribed dimensions are appropriate for use, standard shapes and colors shall be 
used and standard proportions shall be retained as much as practical. 

Guidance: 
08 When supplemental plaques are installed with larger sized signs, a corresponding 

increase in the size of the plaque and its legend should also be made. The resulting 
plaque size should be approximately in the same relative proportion to the larger sized 
sign as the conventional sized plaque is to the conventional sized sign. 

Section 2A.13 Word Messages 
Standard: 

01 Except as provided in Section 2A.06 of this Supplement, all word messages shall use 
standard wording and letters as shown in this Manual and in the "Standard Highway 
Signs and Markings" and ά±ƛǊƎƛƴƛŀ {ǘŀƴŘŀǊŘ IƛƎƘǿŀȅ {ƛƎƴǎέ ōƻƻƪ(see Section 1A.11 
and Appendix A of this Supplement). 

Guidance: 
02 Word messages should be as brief as possible and the lettering should be large enough 

to provide the necessary legibility distance. A minimum specific ratio of 1 inch of letter 
height per 30 feet of legibility distance should be used. 

03 Abbreviations (see Section 1A.15 of the MUTCD) should be kept to a minimum. 

04 Word messages should not contain periods, apostrophes, question marks, ampersands, 
or other punctuation or characters that are not letters, numerals, or hyphens unless 
necessary to avoid confusion. 

05 The solidus (slanted line or forward slash) is intended to be used for fractions only and 
should not be used to separate words on the same line of legend. Instead, a hyphen 
should be used for this purpose, such as "TRUCKS - BUSES." 

Standard: 
06 Fractions shall be displayed with the numerator and denominator diagonally arranged 

about the solidus (slanted line or forward slash). The overall height of the fraction is 
measured from the top of the numerator to the bottom of the denominator, each of 
which is vertically aligned with the upper and lower ends of the solidus. The overall 
height of the fraction shall be determined by the height of the numerals within the 
fraction, and shall be 1.5 times the height of an individual numeral within the fraction. 

Support: 
07 The "Standard Highway Signs and Markings" book (see Section 1A.11 of this 

Supplement) contains details regarding the layouts of fractions on signs. 
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Guidance: 
08 When initials are used to represent an abbreviation for separate words (such as "U S" for 

a United States route), the initials should be separated by a space of between 1/2 and 
3/4 of the letter height of the initials. 

09 When an Interstate route is displayed in text form instead of using the route shield, a 
hyphen should be used for clarity, such as "I-50." 

Standard: 
10 All sign lettering shall be in upper-case letters as provided in the "Standard Highway 

Signs and Markings" and ά±ƛǊƎƛƴƛŀ {ǘŀƴŘŀǊŘ IƛƎƘǿŀȅ {ƛƎƴǎέ book (see Section 1A.11 
and Appendix A of this Supplement), unless otherwise provided in this Supplement or 
the MUTCD for a particular sign or type of message. 

11 The sign lettering for names of places, streets, and highways shall be composed of a 
combination of lower-case letters with initial upper-case letters. 

Support: 
12 Letter height is expressed in terms of the height of an upper-case letter. For mixed-case 

legends (those composed of an initial upper-case letter followed by lower-case letters), 
the height of the lower-case letters is derived from the specified height of the initial 
upper-case letter based on a prescribed ratio. Letter heights for mixed-case legends 
might be expressed in terms of both the upper- and lower-case letters, or in terms of 
the initial upper-case letter alone. When the height of a lower-case letter is specified or 
determined from the prescribed ratio, the reference is to the nominal loop height of the 
letter. The term loop height refers to the portion of a lower-case letter that excludes 
any ascending or descending stems or tails of the letter, such as with the letters "d" or 
"q." The nominal loop height is equal to the actual height of a non-rounded lower-case 
letter whose form does not include ascending or descending stems or tails, such as the 
letter "x." The rounded portions of a lower-case letter extend slightly above and below 
the baselines projected from the top and bottom of such a non-rounded letter so that 
the appearance of a uniform letter height within a word is achieved. The actual loop 
height of a rounded lower-case letter is slightly greater than the nominal loop height 
and this additional height is excluded from the expression of the lower-case letter 
height. 

Standard: 
13 When a mixed-case legend is used, the height of the lower-case letters shall be 3/4 of 

the height of the initial upper-case letter. 

14 The unique letter forms for each of the Standard Alphabet series shall not be 
stretched, compressed, warped, or otherwise manipulated. 

Support: 
15 Section 2D.04 of this Supplement contains information regarding the acceptable 

methods of modifying the length of a word for a given letter height and series. 
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Standard: 
16 In accordance with Interim Approval IA-5, dated September 2, 2004 - Interim Approval 

for Use of Clearview Font for Positive Contrast Legends on Guide Signs, positive 
contrast (e.g. white legend) guide signs shall be designed using Clearview font.  

17 All other signs shall be designed using the Federal Standard Highway Signs Alphabet. 

Support: 
18 A Clearview spacing table and guide for converting the Federal Standard Highway Signs 

(SHS) Alphabet to the Clearview font is shown in the άVirginia Standard Highway Signsέ 
book (see Appendix A of this Supplement for link). 

Section 2A.18 Mounting Height 
Standard: 

01 The provisions of this Section shall apply unless specifically stated otherwise for a 
particular sign or object marker elsewhere in the MUTCD or this Supplement. 

Support: 
02 The mounting height requirements for object markers are provided in Chapter 2C.  

03 In addition to the provisions of this Section, information affecting the minimum 
mounting height of signs as a function of crash performance can be found in AASHTO's 
"Roadside Design Guide" (see Section 1A.11 of this Supplement).  

Standard: 
04 The minimum height, measured vertically from the bottom of the sign to the elevation 

of the near edge of the pavement, of signs installed at the side of the road in rural 
areas shall be 5 feet (see Figure 2A-2(VA) in this Supplement). 

05 The minimum height, measured vertically from the bottom of the sign to the top of 
the curb, or in the absence of curb, measured vertically from the bottom of the sign to 
the elevation of the near edge of the traveled way, of signs installed at the side of the 
road in business, commercial, or residential areas where parking or pedestrian 
movements are likely to occur, or where the view of the sign might be obstructed, 
shall be 7 feet (see Figure 2A-2(VA) in this Supplement). 

Option: 
06 The height to the bottom of a secondary sign mounted below another sign may be 1 

foot less than the height specified in Paragraphs 4 and 5. 

Standard: 
07 The minimum height, measured vertically from the bottom of the sign to the sidewalk, 

of signs installed above sidewalks shall be 7 feet. 

08 If the bottom of a secondary sign that is mounted below another sign is mounted 
lower than 7 feet above a pedestrian sidewalk or pathway (see Section 6D.02 of the 
2011 άVirginia Work Area Protection Manualέ), the secondary sign shall not project 
more than 4 inches into the pedestrian facility. 
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Figure 2A-2(VA). Examples of Heights and Lateral Locations 
of Sign Installations 
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Option: 
09 Signs that are placed 30 feet or more from the edge of the traveled way may be 

installed with a minimum height of 5 feet, measured vertically from the bottom of the 
sign to the elevation of the near edge of the pavement. 

Standard: 
10 Directional signs on freeways and expressways shall be installed with a minimum 

height of 7 feet, measured vertically from the bottom of the sign to the elevation of 
the near edge of the pavement. All route signs, warning signs, and regulatory signs on 
freeways and expressways shall be installed with a minimum height of 7 feet, 
measured vertically from the bottom of the sign to the elevation of the near edge of 
the pavement. If a secondary sign is mounted below another sign on a freeway or 
expressway, the major sign shall be installed with a minimum height of 8 feet and the 
secondary sign shall be installed with a minimum height of 5 feet, measured vertically 
from the bottom of the sign to the elevation of the near edge of the pavement. 

11 Where large signs having an area exceeding 50 square feet are installed on multiple 
breakaway posts, the clearance from the ground to the bottom of the sign shall be at 
least 7 feet. 

Option: 
12 A route sign assembly consisting of a route sign and auxiliary signs (see Section 2D.31 of 

the MUTCD) may be treated as a single sign for the purposes of this Section. 

13 The mounting height may be adjusted when supports are located near the edge of the 
right-of-way on a steep backslope in order to avoid the sometimes less desirable 
alternative of placing the sign closer to the roadway. 

Guidance: 
14 Vertical clearance for overhead sign structures should be no less than 19 feet and no 

more than 21 feet from the bottom of the lowest mounted sign panel to the crown of the 
roadway.  Luminaire assemblies should have a vertical clearance of no less than 17 feet 6 
inches from the bottom of the assembly to the crown of the roadway. 

Standard: 
15 Overhead signs shall provide a vertical clearance of not less than 17 feet 6 inches to 

the sign, luminaire assembly, or sign bridge over the entire width of the pavement and 
shoulders except where the structure on which the overhead signs are to be mounted 
or other structures along the roadway near the sign structure have a lesser vertical 
clearance. 

Option: 
16 If the vertical clearance of other structures along the roadway near the sign structure is 

less than 16 feet, the vertical clearance to an overhead sign structure or support may be 
as low as 1 foot higher than the vertical clearance of the other structures in order to 
improve the visibility of the overhead signs. 

17 In special cases it may be necessary to reduce the clearance to overhead signs because 
of substandard dimensions in tunnels and other major structures such as double-deck 
bridges. 
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Support: 
18 Figure 2A-2(VA) in this Supplement illustrates some examples of the mounting height 

requirements contained in this Section. 
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CHAPTER 2B. REGULATORY SIGNS, BARRICADES, 
AND GATES 

Section 2B.11 Yield Here To Pedestrians Signs and Stop Here 
For Pedestrians Signs (R1-5 Series) 
Support:  

01 The Code of Virginia § 46.2-924 requires that drivers at crosswalks yield the right-of-way 
to pedestrians crossing the highway.  The Standard statement in Section 2B.11 of the 
National MUTCD permits the use of the Stop Here for Pedestrians (R1-5b and R1-5c) 
signs only if state law specifically requires the driver to stop for a pedestrian in a 
crosswalk.  As The Code of Virginia does not require a driver to stop, the R1-5b and R1-
5c signs are not used in Virginia.   

Standard:  
02 Yield Here To Pedestrians (R1-5 or R1-5a) signs (see Figure 2B-2(VA) in this 

Supplement) shall be used if yield lines are used in advance of a marked crosswalk 
that crosses an uncontrolled multi-lane approach. The Stop Here for Pedestrians (R1-
5b and R1-5c) signs shall not be used in Virginia.  The legend STATE LAW may be 
displayed at the top of the R1-6 and R1-9 signs.   

Guidance: 
03 If yield lines and Yield Here To Pedestrians signs are used in advance of a crosswalk that 

crosses an uncontrolled multi-lane approach, they should be placed 20 to 50 feet in 
advance of the nearest crosswalk line (see Section 3B.16 and Figure 3B-17(VA) in this 
Supplement), and parking should be prohibited in the area between the yield (stop) line 
and the crosswalk. 

04 Yield lines and Yield Here To Pedestrians signs should not be used in advance of 
crosswalks that cross an approach to or departure from a roundabout. 

Option: 
05 Yield Here to Pedestrians signs may be used in advance of a crosswalk that crosses an 

uncontrolled multi-lane approach to indicate to road users where to yield even if yield 
lines are not used. 

06 A Pedestrian Crossing (W11-2) warning sign may be placed overhead or may be post-
mounted with a diagonal downward pointing arrow (W16-7P) plaque at the crosswalk 
location where Yield Here To Pedestrians signs have been installed in advance of the 
crosswalk. 

Standard: 
07 If a W11-2 sign has been post-mounted at the crosswalk location where a Yield Here 

To Pedestrians sign is used on the approach, the Yield Here To Pedestrians sign shall 
not be placed on the same post as or block the road user's view of the W11-2 sign. 
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Figure 2B-2(VA). Unsignalized Pedestrian Crosswalk Signs 

 

 
 
Option: 

08 An advance Pedestrian Crossing (W11-2) warning sign with an AHEAD or a distance 
supplemental plaque may be used in conjunction with a Yield Here To Pedestrians sign 
on the approach to the same crosswalk. 

09 In-Street Pedestrian Crossing signs and Yield Here To Pedestrians signs may be used 
together at the same crosswalk. 
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Table 2B-1(VA).  Regulatory Sign and Plaque Sizes 

Sign or Plaque  
Sign 

Designation  
Section  

Conventional Road  

Expressway  Freeway  Minimum  Oversized  Single 
Lane 

Multi -
Lane 

Stop R1-1 2B.05 30 x 30* 36 x 36 36 x 36 ð 30 x 30* 48 x 48 

Yield R1-2 2B.08 
36 x 36 x 

36* 
48 x 48 x 

48 
48 x 48 x 48 

60 x 60 x 
60 

30 x 30 x 
30* 

ð 

To Oncoming Traffic (plaque) R1-2aP 2B.10 24 x 18 24 x 18 36 x 30 48 x 36 24 x 18 ð 

All Way (plaque) R1-3P 2B.05 18 x 6 18 x 6 ð ð ð 30 x 12 

Yield Here to Peds R1-5 2B.11 ð 36 x 36 ð ð ð 36 x 36 

Yield Here to Pedestrians R1-5a 2B.11 ð 36 x 48 ð ð ð 36 x 48 

Stop Here for Peds R1-5b 2B.11 ð 36 x 36 ð ð ð 36 x 36 

Stop Here for Pedestrians R1-5c 2B.11 ð 36 x 48 ð ð ð 36 x 48 

In-Street Ped Crossing R1-6,6a 2B.12 12 x 36 12 x 36 ð ð ð ð 

Overhead Ped Crossing R1-9,9a 2B.12 90 x 24 90 x 24 ð ð ð ð 

Except Right Turn (plaque) R1-10P 2B.05 24 x 18 24 x 18 ð ð ð ð 

Speed Limit  R2-1 2B.13 24 x 30* 30 x 36 36 x 48 48 x 60 18 x 24* 30 x 36 

Truck Speed Limit (plaque) R2-2P 2B.14 24 x 24 24 x 24 36 x 36 48 x 48 ð 36 x 36 

Night Speed Limit (plaque) R2-3P 2B.15 24 x 24 24 x 24 36 x 36 48 x 48 ð 36 x 36 

Minimum Speed Limit (plaque) R2-4P 2B.16 24 x 30 24 x 30 36 x 48 48 x 60 ð 36 x 48 

Combined Speed Limit  R2-4a 2B.16 24 x 48 24 x 48 36 x 72 48 x 96 ð 36 x 72 

Unless Otherwise Posted 
(plaque)  

R2-5P 2B.13 24 x 18 24 x 18 ð ð ð ð 

Citywide (plaque) R2-5aP 2B.13 24 x 6 24 x 6 ð ð ð ð 

Neighborhood (plaque) R2-5bP 2B.13 24 x 6 24 x 6 ð ð ð ð 

Residential (plaque) R2-5cP 2B.13 24 x 6 24 x 6 ð ð ð ð 

Fines Higher (plaque) R2-6P 2B.17 24 x 18 24 x 18 36 x 24 48 x 36 ð 36 x 24 

Fines Double (plaque) R2-6aP 2B.17 24 x 18 24 x 18 36 x 24 48 x 36 ð 36 x 24 

$XX Fine (plaque) R2-6bP 2B.17 24 x 18 24 x 18 36 x 24 48 x 36 ð 36 x 24 

Begin Higher Fines Zone R2-10 2B.17 24 x 30 24 x 30 36 x 48 48 x 60 ð 36 x 48 

End Higher Fines Zone R2-11 2B.17 24 x 30 24 x 30 36 x 48 48 x 60 ð 36 x 48 

Movement Prohibition 
R3-

1,2,3,4,18,27 
2B.18 24 x 24* 36 x 36 36 x 36 ð ð 48 x 48 

Mandatory Movement Lane 
Control 

R3-5,5a 2B.20 30 x 36 30 x 36 ð ð ð ð 

Left Lane (plaque) R3-5bP 2B.20 30 x 12 30 x 12 ð ð ð ð 

HOV 2+ (plaque) R3-5cP 2B.20 24 x 12 24 x 12 ð ð ð ð 

Taxi Lane (plaque) R3-5dP 2B.20 30 x 12 30 x 12 ð ð ð ð 

Center Lane (plaque) R3-5eP 2B.20 30 x 12 30 x 12 ð ð ð ð 
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Sign or Plaque  
Sign 

Designation  
Section  

Conventional Road  

Expressway  Freeway  Minimum  Oversized  Single 
Lane 

Multi -
Lane 

Right Lane (plaque) R3-5fP 2B.20 30 x 12 30 x 12 ð ð ð ð 

Bus Lane (plaque) R3-5gP 2B.20 30 x 12 30 x 12 ð ð ð ð 

Optional Movement Lane 
Control 

R3-6 2B.21 30 x 36 30 x 36 ð ð ð ð 

Right (Left) Lane Must Turn 
Right (Left) 

R3-7 2B.20 30 x 30* 36 x 36 ð ð ð ð 

Advance Intersection Lane 
Control 

R3-8,8a,8b 2B.22 
Varies x 

30 
Varies x 

30 
ð ð ð Varies x 36 

Two-Way Left Turn Only 
(overhead) 

R3-9a  2B.24 30 x 36 30 x 36 ð ð ð ð 

Two-Way Left Turn Only (post-
mounted) 

R3-9b 2B.24 24 x 36 24 x 36 ð ð ð 36 x 48 

BEGIN R3-9cP 2B.25 30 x 12 30 x 12 ð ð ð ð 

BEGIN R3-9cP (V) 2B.V3 ð ð 48 x 18 48 x 18 ð ð 

END R3-9dP 2B.25 30 x 12 30 x 12 ð ð ð ð 

Reversible Lane Control 
(symbol) 

R3-9e 2B.26 108 x 48 108 x 48 ð ð ð ð 

Reversible Lane Control (post-
mounted) 

R3-9f 2B.26 30 x 42* 36 x 54 ð ð ð ð 

Advance Reversible Lane 
Control      
     Transition Signing 

R3-9g,9h 2B.26 108 x 36 108 x 36 ð ð ð ð 

End Reverse Lane R3-9i  2B.26 108 x 48 108 x 48 ð ð ð ð 

Begin Right (Left) Turn Lane R3-20 2B.20 24 x 36 24 x 36 ð ð ð ð 

All Turns (U Turn) from Right 
Lane 

R3-23,23a 2B.27 60 x 36 60 x 36 ð ð ð ð 

All Turns (U Turn) with arrow 
R3-24,24b, 
25,25b,26a 

2B.27 72 x 18 72 x 18 ð ð ð ð 

U and Left Turns with arrow 
R3-

24a,25a,26 
2B.27 60 x 24 60 x 24 ð ð ð ð 

Right Lane Must Exit R3-33 2B.23 ð ð 78 x 36 78 x 36 ð ð 

Do Not Pass R4-1 2B.28 24 x 30 24 x 30 36 x 48 48 x 60 18 x 24 36 x 48 

Pass With Care R4-2 2B.29 24 x 30 24 x 30 36 x 48 48 x 60 18 x 24 36 x 48 

Slower Traffic Keep Right R4-3 2B.30 24 x 30 24 x 30 36 x 48 48 x 60 18 x 24 36 x 48 

Trucks Use Right Lane R4-5 2B.31 24 x 30 24 x 30 36 x 48 48 x 60 ð 36 x 48 

Keep Right R4-7,7a,7b 2B.32 24 x 30 24 x 30 36 x 48 48 x 60 18 x 24 36 x 48 

Narrow Keep Right R4-7c 2B.32 18 x 30 18 x 30 ð ð ð ð 

Keep Left R4-8,8a,8b 2B.32 24 x 30 24 x 30 36 x 48 48 x 60 18 x 24 36 x 48 

Narrow Keep Left R4-8c 2B.32 18 x 30 18 x 30 ð ð ð ð 

Stay in Lane R4-9 2B.33 24 x 30 24 x 30 36 x 48 48 x 60 18 x 24 36 x 48 

Runaway Vehicles Only R4-10 2B.34 48 x 48   48 x 48   ð ð ð ð 

Slow Vehicles with XX or More 
Following  
     Vehicles Must Use Turn-Out 

R4-12 2B.35 42 x 24 42 x 24 ð ð ð ð 

Slow Vehicles Must Use Turn-
Out Ahead 

R4-13 2B.35 42 x 24 42 x 24 ð ð ð ð 
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Sign or Plaque  
Sign 

Designation  
Section  

Conventional Road  

Expressway  Freeway  Minimum  Oversized  Single 
Lane 

Multi -
Lane 

Slow Vehicles Must Turn Out R4-14 2B.35 30 x 42 30 x 42 ð ð ð ð 

Keep Right Except to Pass R4-16 2B.30 24 x 30 24 x 30 36 x 48 48 x 60 18 x 24 36 x 48 

Do Not Drive on Shoulder R4-17 2B.36 24 x 30 24 x 30 36 x 48 48 x 60 18 x 24 36 x 48 

Do Not Pass on Shoulder R4-18 2B.36 24 x 30 24 x 30 36 x 48 48 x 60 18 x 24 36 x 48 

Do Not Enter R5-1 2B.37 30 x 30* 36 x 36 36 x 36 48 x 48 ð 36 x 36 

Wrong Way R5-1a 2B.38 36 x 24* 42 x 30 36 x 24* 42 x 30 30 x 18* 42 x 30 

No Trucks R5-2,2a 2B.39 24 x 24 24 x 24 30 x 30 36 x 36 ð 36 x 36 

No Motor Vehicles R5-3 2B.39 24 x 24 24 x 24 ð ð 24 x 24 ð 

No Commercial Vehicles  R5-4 2B.39 24 x 30 24 x 30 36 x 48 36 x 48 ð ð 

No Vehicles with Lugs  R5-5 2B.39 24 x 30 24 x 30 36 x 48 48 x 60 ð ð 

No Bicycles R5-6 2B.39 24 x 24 24 x 24 30 x 30 36 x 36 24 x 24 48 x 48 

No Non-Motorized Traffic  R5-7  2B.39 30 x 24 30 x 24 42 x 24 48 x 30 ð 42 x 24 

No Motor-Driven Cycles  R5-8 2B.39 30 x 24 30 x 24 42 x 24 48 x 30 ð 42 x 24 

No Pedestrians, Bicycles, 
Motor-Driven Cycles  

R5-10a 2B.39 30 x 36 30 x 36 ð ð ð ð 

No Pedestrians or Bicycles  R5-10b 2B.39 30 x 18 30 x 18 ð ð ð ð 

No Pedestrians  R5-10c 2B.39 24 x 12 24 x 12 ð ð ð ð 

Authorized Vehicles Only R5-11 2B.39 30 x 24 30 x 24 ð ð ð ð 

AUTHORIZED VEHICLES 
ONLY 

R5-11 (V) 2B.39 36 x 24 36 x 24 36 x 24 36 x 24 ð ð 

One Way R6-1 2B.40 36 x 12* 54 x 18 54 x 18 54 x 18 ð 54 x 18 

One Way R6-2 2B.40 24 x 30* 30 x 36 36 x 48 48 x 60 18 x 24* 36 x 48 

Divided Highway Crossing R6-3,3a 2B.42 30 x 24 30 x 24 36 x 30 ð ð 36 x 30 

Roundabout Directional (2 
chevrons) 

R6-4 2B.43 30 x 24 30 x 24 ð ð ð ð 

Roundabout Directional (3 
chevrons) 

R6-4a 2B.43 48 x 24 48 x 24 ð ð ð ð 

Roundabout Directional (4 
chevrons) 

R6-4b 2B.43 60 x 24 60 x 24 ð ð ð ð 

Roundabout Circulation 
(plaque) 

R6-5P 2B.44 30 x 30 30 x 30 ð ð ð ð 

BEGIN ONE WAY R6-6 2B.40 24 x 30 30 x 36 ð ð ð ð 

END ONE WAY R6-7 2B.40 24 x 30 30 x 36 ð ð ð ð 

Parking Restrictions 

 R7-
1,2,2a,3,4,5,
6,7,8,21,21a,
22,23,23a,10

7,108 

2B.46 12 x 18 12 x 18 ð ð ð ð 

Van Accessible (plaque) R7-8P 2B.46 18 x 9 18 x 9 ð ð ð ð 

Fee Station R7-20 2B.46 24 x 18 24 x 18 ð ð ð ð 

No Parking (with transit logo) R7-107a 2B.46 12 x 30 12 x 30 ð ð ð ð 
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Sign or Plaque  
Sign 

Designation  
Section  

Conventional Road  

Expressway  Freeway  Minimum  Oversized  Single 
Lane 

Multi -
Lane 

No Parking/Restricted Parking 
(combined sign) 

R7-200 2B.46 24 x 18 24 x 18 ð ð ð ð 

No Parking/Restricted Parking 
(combined sign) 

R7-200a 2B.46 12 x 30 12 x 30 ð ð ð ð 

Tow Away Zone (plaque)  
 R7-

201P,201aP 
2B.46 12 x 6 12 x 6 ð ð ð ð 

This Side of Sign (plaque) R7-202P 2B.46 12 x 6 12 x 6 ð ð ð ð 

Emergency Snow Route R7-203 2B.46 18 x 24 18 x 24 ð ð ð 24 x 30 

No Parking on Pavement R8-1 2B.46 24 x 30 24 x 30 36 x 48 48 x 60 ð 36 x 48 

No Parking Except on Shoulder R8-2 2B.46 24 x 30 24 x 30 36 x 48 48 x 60 ð 36 x 48 

No Parking (symbol) R8-3 2B.46 24 x 24* 30 x 30 36 x 36 48 x 48 12 x 12* 36 x 36 

No Parking R8-3a 2B.46 24 x 30 24 x 30 36 x 36 48 x 48 18 x 24 36 x 36 

Except Sundays and Holidays 
(plaque) 

R8-3bP 2B.46 24 x 18 24 x 18 ð ð 12 x 9 30 x 24 

On Pavement (plaque) R8-3cP 2B.46 24 x 18 24 x 18 ð ð 12 x 9 30 x 24 

On Bridge (plaque) R8-3dP 2B.46 24 x 18 24 x 18 ð ð 12 x 9 30 x 24 

On Tracks (plaque) R8-3eP 2B.46 12 x 9 12 x 9 ð ð ð 30 x 24 

Except on Shoulder (plaque) R8-3fP 2B.46 24 x 18 24 x 18 ð ð 12 x 9 30 x 24 

Loading Zone (plaque) R8-3gP 2B.46 24 x 18 24 x 18 ð ð 12 x 9 30 x 24 

Times of Day (plaque) R8-3hP 2B.46 24 x 18 24 x 18 ð ð 12 x 9 30 x 24 

Emergency Parking Only R8-4 2B.49 30 x 24 30 x 24 30 x 24 48 x 36 ð 48 x 36 

No Stopping on Pavement R8-5 2B.46 24 x 30 24 x 30 36 x 48 48 x 60 ð 36 x 48 

No Stopping Except on 
Shoulder 

R8-6 2B.46 24 x 30 24 x 30 36 x 48 48 x 60 ð 36 x 48 

Emergency Stopping Only R8-7 2B.49 30 x 24 30 x 24 48 x 36 48 x 36 ð 48 x 36 

Walk on Left Facing Traffic R9-1 2B.50 18 x 24 18 x 24 ð ð ð ð 

Cross Only at Crosswalks R9-2 2B.51 12 x 18 12 x 18 ð ð ð ð 

No Pedestrian Crossing 
(symbol) 

R9-3 2B.51 18 x 18 18 x 18 24 x 24 30 x 30 ð 30 x 30 

No Pedestrian Crossing R9-3a 2B.51 12 x 18 12 x 18 ð ð ð ð 

Use Crosswalk (plaque) R9-3bP 2B.51 18 x 12 18 x 12 ð ð ð ð 

No Hitchhiking (symbol) R9-4 2B.50 18 x 18 18 x 18 ð ð ð 24 x 24 

No Hitchhiking R9-4a 2B.50 18 x 24 18 x 24 ð ð 12 x 18 ð 

No Skaters R9-13 2B.39 18 x 18 18 x 18 24 x 24 30 x 30 ð 30 x 30 

No Equestrians R9-14 2B.39 18 x 18 18 x 18 24 x 24 30 x 30 ð 30 x 30 

Cross Only On Green R10-1 2B.52 12 x 18 12 x 18 ð ð ð ð 

Pedestrian Signs and Plaques 
R10-

2,3,3b,3c,3d,
4 

2B.52 9 x 12 9 x 12 ð ð ð ð 
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Sign or Plaque  
Sign 

Designation  
Section  

Conventional Road  

Expressway  Freeway  Minimum  Oversized  Single 
Lane 

Multi -
Lane 

Pedestrian Signs 
R10-

3a,3e,3f, 
3g,3h,3i,4a 

2B.52 9 x 15  9 x 15  ð ð ð ð 

Left on Green Arrow Only  R10-5 2B.53 30 x 36 30 x 36 48 x 60 ð 24 x 30 48 x 60 

Stop Here on Red R10-6 2B.53 24 x 36 24 x 36 ð ð ð 36 x 48 

Stop Here on Red R10-6a 2B.53 24 x 30 24 x 30 ð ð ð 36 x 42 

Do Not Block Intersection  R10-7 2B.53 24 x 30 24 x 30 ð ð ð ð 

Use Lane with Green Arrow R10-8 2B.53 36 x 42 36 x 42 36 x 42 ð ð 60 x 72 

Left (Right) Turn Signal R10-10 2B.53 30 x 36 30 x 36 ð ð ð ð 

No Turn on Red R10-11 2B.54 24 x 30* 36 x 48 ð ð ð 36 x 48 

No Turn on Red R10-11a 2B.54 30 x 36* 36 x 48 ð ð ð ð 

No Turn on Red R10-11b 2B.54 36 x 36 36 x 36 ð ð ð ð 

No Turn on Red Except From 
Right Lane 

R10-11c 2B.54 30 x 42 30 x 42 ð ð ð ð 

No Turn on Red From This 
Lane 

R10-11d 2B.54 30 x 42 30 x 42 ð ð ð ð 

Left Turn Yield on Green  R10-12 2B.53 30 x 36 30 x 36 ð ð ð ð 

Emergency Signal  R10-13 2B.53 42 x 30 42 x 30 ð ð ð ð 

Emergency Signal - Stop on 
Flashing Red 

R10-14 2B.53 36 x42 36 x42 ð ð ð ð 

Emergency Signal - Stop on 
Flashing Red (overhead)  

R10-14a 2B.53 60 x 24 60 x 24 ð ð ð ð 

Stop Here on Flashing Red R10-14b 2B.53 24 x 36 24 x 36 ð ð ð 36 x 48 

Turning Vehicles Yield to Peds R10-15 2B.53 30 x 30 30 x 30 ð ð ð ð 

U-Turn Yield to Right Turn R10-16 2B.53 30 x 36 30 x 36 ð ð ð ð 

Right on Red Arrow After Stop R10-17a 2B.54 36 x 48 36 x 48 ð ð ð ð 

Traffic Laws Photo Enforced R10-18 2B.55 36 x 24 36 x 24 48 x 30 54 x 36 ð 54 x 36 

Traffic Signal - PHOTO 
ENFORCED 

R10-18a 2B.55 30 x 42 30 x 42 30 x 42 ð ð ð 

Photo Enforced (symbol plaque) R10-19P 2B.55 24 x 12 24 x 12 36 x 18 48 x 24 ð 48 x 24 

Photo Enforced (plaque) R10-19aP 2B.55 24 x 18 24 x 18 36 x 30 48 x 36 ð 48 x 36 

MONðFRI (and times) (3 lines) 
(plaque) 

R10-20aP 2B.53 24 x 24 24 x 24 ð ð ð ð 

SUNDAY (and times) (2 lines) 
(plaque) 

R10-20aP 2B.53 24 x 18 24 x 18 ð ð ð ð 

Crosswalk, Stop on Red R10-23 2B.53 24 x 30 24 x 30 ð ð ð ð 

Pedestrian Signs and Plaques R10-25 2B.52 9 x 12 9 x 12 ð ð ð ð 

Left Turn Yield on Flashing Red 
Arrow After Stop  

R10-27 2B.53 30 x 36 30 x 36 ð ð ð ð 

XX Vehicles Per Green R10-28 2B.56 24 x 30 24 x 30 ð ð ð ð 

XX Vehicles Per Green Each 
Lane 

R10-29 2B.56 36 x 24 36 x 24 ð ð ð ð 
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Sign or Plaque  
Sign 

Designation  
Section  

Conventional Road  

Expressway  Freeway  Minimum  Oversized  Single 
Lane 

Multi -
Lane 

Right Turn on Red Must Yield to 
U-Turn 

R10-30 2B.54 30 x 36 30 x 36 ð ð ð ð 

At Signal (plaque) R10-31P 2B.53 24 x 9 24 x 9 ð ð ð ð 

Push Button for 2 Seconds for 
Extra Crossing Time 

R10-32P 2B.52 9 x 12 9 x 12 ð ð ð ð 

Keep Off Median R11-1 2B.57 24 x 30 24 x 30 ð ð ð ð 

Road Closed R11-2 2B.58 48 x 30 48 x 30 ð ð ð ð 

Road Closed - Local Traffic 
Only 

R11-3a,3b,4 2B.58 60 x 30 60 x 30 ð ð ð ð 

Weight Limit  R12-1,2 2B.59 24 x 30 24 x 30 36 x 48 ð ð 36 x 48 

Weight Limit  R12-3 2B.59 24 x 36 24 x 36 ð ð ð ð 

Weight Limit  R12-4 2B.59 36 x 24 36 x 24 ð ð ð ð 

Weight Limit  R12-5 2B.59 24 x 36 24 x 36 36 x 48 48 x 60 ð ð 

WEIGHT LIMIT Symbol R12-V1 2B.59 24 x 30  30 x 36  36 x 42  48 x 54  ð ð 

Weigh Station  R13-1 2B.60 72 x 54 72 x 54 96 x 72 120 x 90 ð ð 

Truck Route  R14-1 2B.61 24 x 18 24 x 18 ð ð ð ð 

Hazardous Material R14-2,3 2B.62 24 x 24 24 x 24 30 x 30 36 x 36 ð 42 x 42 

National Network R14-4,5 2B.63 30 x 30 30 x 30 36 x 36 36 x 36 ð 42 x 42 

Fender Bender Move Vehicles R16-4 2B.65 36 x 24 
36 x 24 

48 x 36 

48 x 36 

60 x 48 
60 x 48 ð 48 x 36 

FENDER BENDER MOVE 
VEHICLES 

R16-4 (V) 2B.65 ð ð ð 120 x 60 ð ð 

Lights On When Using Wipers 
or Raining 

R16-5,6 2B.64 24 x 30 24 x 30 36 x 48 48 x 60 ð 36 x 48 

Turn On Headlights Next XX 
Miles 

R16-7 2B.64 48 x 15 48 x 15 72 x 24 96 x 30 ð 72 x 24 

Turn On, Check Headlights R16-8,9 2B.64 30 x 15 30 x 15 48 x 24 60 x 30 ð 48 x 24 

Begin, End Daytime Headlight 
Section 

R16-10,11 2B.64 48 x 15 48 x 15 72 x 24 96 x 30 ð 72 x 24 

Virginia Specific Signs  

NO DUMPING R0-V1 2B.V1 24 x 24 24 x 24 ð ð ð ð 

LITTERING IS ILLEGAL R0-V2 2B.V1 30 x 30 36 x 36 48 x 48 48 x 48 ð ð 

SPEED CHECKED BY RADAR 
AND OTHER ELECTRICAL 
DEVICES 

R0-V3 2B.V2 54 x 30 96 x 42 126 x 54 126 x 54 ð ð 

RADAR DETECTORS ILLEGAL R0-V4 2B.V2 54 x 36 54 x 36 72 x 48 72 x 48 ð ð 

HIGHWAY SAFETY 
CORRIDOR FINES 

R0-V5 2B.V3 120 x 48 120 x 48 180 x 72 180 x 72 ð ð 

END HIGHWAY SAFETY 
CORRIDOR 

R0-V6 2B.V3 72 x 24 72 x 24 144 x 48 144 x 48 ð ð 

SPEED LIMIT ENFORCED BY 
AIRCRAFT 

R0-V7 2B.V2 ð ð 90 x 54 90 x 54 ð ð 

TRUCKS-BUSES ALL TOWED 
VEHICLES CARS ONLY Rest 
Area Sign 

R0-V8 2B.V4 ð ð 114 x 36 114 x 36 ð ð 
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Sign or Plaque  
Sign 

Designation  
Section  

Conventional Road  

Expressway  Freeway  Minimum  Oversized  Single 
Lane 

Multi -
Lane 

END XX MILE SPEED R2-V2 2B.13 24 x 30 30 x 36 ð ð ð ð 

TOWED VEHICLES Speed 
Limit (plaque) 

R2-VP1 2B.V5 24 x 30 30 x 36 36 x 48 48 x 60 ð ð 

Optional U-Turn/Left Turn R3-V1 2B.21 30 x 36 30 x 36 ð ð ð ð 

COMMERCIAL VEHICLES 
EXCEPT BUSES USE RIGHT 
LANE WHEN OPERATED XX 
MPH OR BELOW 

R4-V1 2B.V7 ð 144 x 84 144 x 84 144 x 84 ð ð 

COMMERCIAL VEHICLES 
EXCEPT BUSES PROHIBITED 
IN LEFT LANE 

R4-V2 2B.V7 ð 90 x 48 144 x 72 144 x 72 ð ð 

COMMERCIAL VEHICLES 
EXCEPT BUSES PROHIBITED 
IN LEFT LANE (Reduced 
Width) 

R4-V2a 2B.V7 ð 60 x 54 108 x 84 108 x 84 ð ð 

END COMMERCIAL VEHICLE 
RESTRICTION 

R4-V3 2B.V7 ð 108 x 48 108 x 48 108 x 48 ð ð 

TRUCKS AND COMBINATION 
VEHICLES USE RIGHT LANE 
WHEN OPERATED BELOW XX 
MPH  

R4-V4 2B.V7 ð 144 x 84 144 x 84 144 x 84 ð ð 

NO PEDESTRIANS, 
BICYCLES, MOPEDS, 
ANIMALS, SELF-PROPELLED 
MACHINERY OR EQUIPMENT 

R5-V2 2B.39 ð ð 36 x 48 36 x 48 ð ð 

STATE POLICE PARKING 
ONLY 

R7-V1 2B.46 24 x 30 24 x 30 24 x 30 24 x 30 ð ð 

TOW-AWAY ZONE PENALTY 
$100-$500 FINE (plaque) 

R7-VP1 2B.46 12 x 9 12 x 9 ð ð ð ð 

UNATTENDED VEHICLES 
SUBJECT TO TOWING AT 
OWNER'S EXPENSE (plaque) 

R8-VP1 2B.49 48 x 24 48 x 24 48 x 24 48 x 24 ð ð 

NO FISHING FROM BRIDGE R9-V1 2B.V6 18 x 24 18 x 24 ð ð ð ð 

Pedestrian Swing Bridge R9-V2 2B.V8 ð ð ð ð 12 x 18 ð 

BRIDGE (plaque) R12-VP1 2B.59 24 x 12 30 x 15 36 x 18 36 x 18 ð ð 

         

* See Table 9B-1(VA) in this Supplement for minimum size required for signs on bicycle facilities 

Notes: 

1. Larger signs may be used when appropriate  

2. Dimensions in inches are shown as width x height  
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Section 2B.12 In-Street and Overhead Pedestrian Crossing 
Signs (R1-6, R1-6a, R1-9, and R1-9a) 
Option: 

01 The In-Street Pedestrian Crossing (R1-6) sign (see Figure 2B-2(VA) in this Supplement) or 
the Overhead Pedestrian Crossing (R1-9) sign (see Figure 2B-2(VA) in this Supplement) 
may be used to remind road users of laws regarding right-of-way at an unsignalized 
pedestrian crosswalk. The legend STATE LAW may be displayed at the top of the R1-6 
and R1-9 signs.  

Support:  
02 The Code of Virginia § 46.2-924 requires that drivers at crosswalks yield the right-of-way 

to pedestrians crossing the highway.  The Standard statement in Section 2B.12 of the 
National MUTCD permits the use of the Stop for Pedestrians (R1-6a and R1-9a) signs 
only if state law specifically requires the driver to stop for a pedestrian in a crosswalk.  
As The Code of Virginia does not require a driver to stop, the R1-6a and R1-9a signs are 
not used in Virginia.   

Standard:  
03 The Stop For Pedestrians In-Street Pedestrian Crossing (R1-6a) and Stop for 

Pedestrians Overhead Pedestrian Crossing (R1-9a) signs shall not be used in Virginia. 

Option: 
04 On the R1-6 sign, the legend YIELD may be used instead of the appropriate YIELD sign 

symbol. 

05 Highway agencies may develop and apply criteria for determining the applicability of In-
Street Pedestrian Crossing signs. 

Standard: 
06 If used, the In-Street Pedestrian Crossing sign shall be placed in the roadway at the 

crosswalk location on the center line, on a lane line, or on a median island. The In-
Street Pedestrian Crossing sign shall not be post-mounted on the left-hand or right-
hand side of the roadway. 

07 If used, the Overhead Pedestrian Crossing sign shall be placed over the roadway at the 
crosswalk location. 

08 An In-Street or Overhead Pedestrian Crossing sign shall not be placed in advance of 
the crosswalk to educate road users about the State law prior to reaching the 
crosswalk, nor shall it be installed as an educational display that is not near any 
crosswalk. 

Guidance: 
09 If an island (see Chapter 3I) is available, the In-Street Pedestrian Crossing sign, if used, 

should be placed on the island. 

Option: 
10 If a Pedestrian Crossing (W11-2) warning sign is used in combination with an In-Street or 

an Overhead Pedestrian Crossing sign, the W11-2 sign with a diagonal downward 
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pointing arrow (W16-7P) plaque may be post-mounted on the right-hand side of the 
roadway at the crosswalk location. 

Standard: 
11 The In-Street Pedestrian Crossing sign and the Overhead Pedestrian Crossing sign shall 

not be used at signalized locations. 

12 The In-Street Pedestrian Crossing sign shall have a black legend (except for the red 
YIELD sign symbols) and border on a white background, surrounded by an outer 
yellow or fluorescent yellow-green background area (see Figure 2B-2(VA) in this 
Supplement). The Overhead Pedestrian Crossing sign shall have a black legend and 
border on a yellow or fluorescent yellow-green background at the top of the sign and 
a black legend and border on a white background at the bottom of the sign (see Figure 
2B-2(VA) in this Supplement). 

13 Unless the In-Street Pedestrian Crossing sign is placed on a physical island, the sign 
support shall be designed to bend over and then bounce back to its normal vertical 
position when struck by a vehicle. 

Support: 
14 The Provisions of Section 2A.18 of this Supplement concerning mounting height are not 

applicable for the In-Street Pedestrian Crossing sign. 

Standard: 
15 The top of an In-Street Pedestrian Crossing sign shall be a maximum of 4 feet above 

the pavement surface. The top of an In-Street Pedestrian Crossing sign placed in an 
island shall be a maximum of 4 feet above the island surface. 

Option: 
16 The In-Street Pedestrian Crossing sign may be used seasonally to prevent damage in 

winter because of plowing operations, and may be removed at night if the pedestrian 
activity at night is minimal. 

17 In-Street Pedestrian Crossing signs, Overhead Pedestrian Crossing signs, and Yield Here 
To Pedestrians signs may be used together at the same crosswalk. 

Section 2B.13 Speed Limit and End XX Mile Speed Signs (R2-
1, R2-V2) 

Standard: 
01 Speed zones (other than statutory speed limits) shall only be established on the basis 

of an engineering study that has been performed in accordance with traffic 
engineering practices. The engineering study shall include an analysis of the current 
speed distribution of free-flowing vehicles. 

02 The Speed Limit (R2-1) sign (see Figure 2B-3(VA) in this Supplement) shall display the 
limit established by law, ordinance, regulation, or as adopted by the authorized 
agency based on the engineering study. The speed limits displayed shall be in 
multiples of 5 mph. 
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03 Speed Limit (R2-1) signs, indicating speed limits for which posting is required by law, 
shall be located at the points of change from one speed limit to another. 

04 At the downstream end of the section to which a speed limit applies, a Speed Limit 
sign showing the next speed limit shall be installed.  Additional Speed Limit signs shall 
be installed beyond major intersections and at other locations where it is necessary to 
remind road users of the speed limit that is applicable. 

05 Speed Limit signs indicating the statutory speed limits shall be installed at entrances 
to the State and, where appropriate, at jurisdictional boundaries in urban areas. 

Figure 2B-3(VA). Speed Limit and Photo Enforcement Signs 
and Plaques  
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Support: 
06 In general, the maximum speed limits applicable to rural and urban roads are 

established: 

A. Statutorily ς a maximum speed limit applicable to a particular class of road, such as 
freeways or city streets, that is established by State law; or 

B. As altered speed zones ς based on engineering studies. 

Option:  
07 At the downstream end of a section to which a speed limit applies where the next 

section is governed by a statutorily established speed limit, the END XX MILE SPEED (R2-
V2) sign (see Figure 2B-3(VA) in this Supplement) showing the previous speed limit may 
be installed.         

Support: 
08 State statutory limits might restrict the maximum speed limit that can be established on 

a particular road, notwithstanding what an engineering study might indicate. 

Option: 
09 If a jurisdiction has a policy of installing Speed Limit signs in accordance with statutory 

requirements only on the streets that enter a city, neighborhood, or residential area to 
indicate the speed limit that is applicable to the entire city, neighborhood, or residential 
area unless otherwise posted, a CITYWIDE (R2-5aP), NEIGHBORHOOD (R2-5bP), or 
RESIDENTIAL (R2-5cP) plaque may be mounted above the Speed Limit sign and an 
UNLESS OTHERWISE POSTED (R2-5P) plaque may be mounted below the Speed Limit 
sign (see Figure 2B-3(VA) in this Supplement). 

Guidance: 
10 A Reduced Speed Limit Ahead (W3-5 or W3-5a) sign (see Section 2C.38 of this 

Supplement) should be used to inform road users of a reduced speed zone where the 
speed limit is being reduced by more than 10 mph, or where engineering judgment 
indicates the need for advance notice to comply with the posted speed limit ahead. 

11 States and local agencies should conduct engineering studies to reevaluate non-
statutory speed limits on segments of their roadways that have undergone significant 
changes since the last review, such as the addition or elimination of parking or 
driveways, changes in the number of travel lanes, changes in the configuration of bicycle 
lanes, changes in traffic control signal coordination, or significant changes in traffic 
volumes. 

12 No more than three speed limits should be displayed on any one Speed Limit sign or 
assembly. 

13 When a speed limit within a speed zone is posted, it should be within 5 mph of the 85th-
percentile speed of free-flowing traffic. 

14 Speed studies for signalized intersection approaches should be taken outside the 
influence area of the traffic control signal, which is generally considered to be 
approximately 1/2 mile, to avoid obtaining skewed results for the 85th-percentile speed. 
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Support: 
15 Advance warning signs and other traffic control devices to attract the motorist's 

attention to a signalized intersection are usually more effective than a reduced speed 
limit zone. 

Guidance: 
16 An advisory speed plaque (see Section 2C.08 of this Supplement) mounted below a 

warning sign should be used to warn road users of an advisory speed for a roadway 
condition. A Speed Limit sign should not be used for this situation. 

Option: 
17 Other factors that may be considered when establishing or reevaluating speed limits are 

the following: 

A. Road characteristics, shoulder condition, grade, alignment, and sight distance; 
B. The pace; 
C. Roadside development and environment; 
D. Parking practices and pedestrian activity; and 
E. Reported crash experience for at least a 12-month period. 

18 Two types of Speed Limit signs may be used: one to designate passenger car speeds, 
including any nighttime information or minimum speed limit that might apply; and the 
other to show any special speed limits for trucks and other vehicles. 

19 A changeable message sign that changes the speed limit for traffic and ambient 
conditions may be installed provided that the appropriate speed limit is displayed at the 
proper times. 

20 A changeable message sign that displays to approaching drivers the speed at which they 
are traveling may be installed in conjunction with a Speed Limit sign. 

Guidance: 
21 If a changeable message sign displaying approach speeds is installed, the legend YOUR 

SPEED XX MPH or such similar legend should be displayed. The color of the changeable 
message legend should be a yellow legend on a black background or the reverse of these 
colors. 

Support: 
22 Advisory Speed signs and plaques are discussed in Section 2C.08 of this Supplement and 

Section 2C.14 of the MUTCD. Temporary Traffic Control Zone Speed signs are discussed 
in the άVirginia Work Area Protection Manualέ (see Appendix A of this Supplement for 
link).  The WORK ZONE (G20-5aP) plaque intended for installation above a Speed Limit 
sign is discussed in Section 6F.14 of the 2011 άVirginia Work Area Protection Manual.έ 
School Speed Limit signs are discussed in Section 7B.15 of the MUTCD. 
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Section 2B.21 Optional Movement Lane Control Sign (R3-6, 
R3-V1) 
Standard: 

01 If used, the Optional Movement Lane Control (R3-6) sign (see Figure 2B-4(VA) in this 
Supplement) shall be used for two or more movements from a specific lane or to 
emphasize permitted movements. If used, the Optional Movement Lane Control sign 
shall be located in advance of the intersection, such as near the upstream end of an 
adjacent mandatory movement lane, and/or at the intersection where the regulation 
applies. 

02 If used, the Optional Movement Lane Control sign shall indicate all permissible 
movements from specific lanes. 

03 Optional Movement Lane Control signs shall be used for two or more movements 
from a specific lane where a movement, not normally allowed, is permitted. 

04 The Optional Movement Lane Control sign shall not be used alone to effect a turn 
prohibition. 

05 Where the number of lanes available to through traffic on an approach is three or 
more, an Optional Movement Lane Control (R3-6) sign, if used, shall be mounted 
overhead over the specific lane to which it applies (see Section 2B.19 of the MUTCD). 

Guidance: 
06 If the Optional Movement Lane Control sign is post-mounted on an approach with two or 

fewer through lanes, a supplemental plaque (see Figure 2B-4(VA) in this Supplement), 
such as LEFT LANE (R3-5bP), HOV 2+ (R3-5cP), TAXI LANE (R3-5dP), CENTER LANE (R3-
5eP), RIGHT LANE (R3-5fP), or BUS LANE (R3-5gP), should be added above the R3-6 sign 
to indicate the specific lane from which the optional movements can be made. 

Option: 
07 The word message OK may be used within the border in combination with the arrow 

symbols of the R3-6 sign. 

Standard: 
08 Because more than one movement is permitted from the lane, the word message 

ONLY shall not be used on an Optional Movement Lane Control sign.  
Option: 

09 The Optional U-Turn/Left Turn (R3-V1) sign (see Figure 2B-4(VA) in this Supplement) 
may be used at signalized intersections where U-turns are allowed from an approach 
with multiple left-turn lanes. 

Guidance: 
10 R3-V1 signs should be used only at intersections where there are known problems 

associated with motorists making U-turns from the right-most left turn lane(s). 

11 If used, R3-V1 signs should be mounted overhead and aligned with the center of the lane 
to which it applies. 

http://mutcd.fhwa.dot.gov/htm/2009/part2/part2b.htm#section2B19
http://mutcd.fhwa.dot.gov/htm/2009/part2/part2b.htm#figure2B04
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Figure 2B-4(VA). Movement Prohibition and Lane Control 
Signs and Plaques  

 

Section 2B.25 BEGIN and END Plaques (R3-9cP, R3-9cP (V), 
R3-9dP) 
Option: 

01 The BEGIN (R3-9cP, R3-9cP (V)) or END (R3-9dP) plaques (see Figure 2B-6 in the MUTCD) 
may be used to supplement a regulatory sign to inform road users of the location where 
a regulatory condition begins or ends. 

Support: 
02 The use of the BEGIN (R3-9cP (V)) plaque with the HIGHWAY SAFETY CORRIDOR FINES 

(R0-V5) sign is described in Section 2B.V3 of this Supplement.   

Standard: 
03 If used, the BEGIN or END plaque shall be mounted directly above a regulatory sign. 

http://mutcd.fhwa.dot.gov/htm/2009/part2/part2b.htm#figure2B06
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Section 2B.39 Selective Exclusion Signs  
Support: 

01 Selective Exclusion signs (see Figure 2B-11(VA) in this Supplement) give notice to road 
users that State or local statutes or ordinances exclude designated types of traffic from 
using particular roadways or facilities. 

Standard: 
02 If used, Selective Exclusion signs shall clearly indicate the type of traffic that is 

excluded. 

Support: 
03 Typical exclusion messages include: 

A. No Trucks (R5-2),  

B. NO MOTOR VEHICLES (R5-3),  

C. NO COMMERCIAL VEHICLES (R5-4),  

D. NO TRUCKS (VEHICLES) WITH LUGS (R5-5),  

E. No Bicycles (R5-6),  

F. NO NON-MOTORIZED TRAFFIC (R5-7),  

G. NO MOTOR-DRIVEN CYCLES (R5-8),  

H. No Pedestrians (R9-3),  

I. No Skaters (R9-13),  

J. No Equestrians (R9-14), and  

K. No Hazardous Material (R14-3) (see Section 2B.62 of the MUTCD).  

Option: 
04 Appropriate combinations or groupings of these legends into a single sign, such as NO 

PEDESTRIANS BICYCLES MOTOR-DRIVEN CYCLES (R5-10a), or NO PEDESTRIANS OR 
BICYCLES (R5-10b) may be used. 

Guidance: 
05 If an exclusion is governed by vehicle weight, a Weight Limit sign (see Section 2B.59 of 

this Supplement) should be used instead of a Selective Exclusion sign. 

06 If used on a freeway or expressway ramp, the NO PEDESTRIANS OR BICYCLES (R5-10b) 
sign should be installed in a location where it is clearly visible to any pedestrian or 
bicyclist attempting to enter the limited access facility from a street intersecting the exit 
ramp. 

07 The Selective Exclusion sign should be placed on the right-hand side of the roadway at an 
appropriate distance from the intersection so as to be clearly visible to all road users 
turning into the roadway that has the exclusion. The NO PEDESTRIANS (R5-10c) or No 
Pedestrian Crossing (R9-3) sign (see Section 2B.51 of the MUTCD) should be installed so 
as to be clearly visible to pedestrians who are at a location where an alternative route is 
available.
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Figure 2B-11(VA). Selective Exclusion Signs   

 
 
 
Option: 

08 The NO PEDESTRIANS (R5-10c) or No Pedestrian Crossing (R9-3) sign may also be used at 
underpasses or elsewhere where pedestrian facilities are not provided. 

09 The NO TRUCKS (R5-2a) word message sign may be used as an alternate to the No 
Trucks (R5-2) symbol sign. 

Standard: 
10 The AUTHORIZED VEHICLES ONLY (R5-11 (V)) sign shall be installed on limited access 

highways at all non-chained crossovers not intended for public use, to prohibit 
vehicles from using the median opening or facility unless they have special permission 
(such as law enforcement vehicles or emergency vehicles) or are performing official 
highway business authorized by VDOT. 



Virginia Supplement to the 2009 MUTCD  Page 2-30 

May 2011  Chapter 2B 

Guidance: 
11 The AUTHORIZED VEHICLES ONLY (R5-11 (V)) sign should be installed at non-chained 

crossovers not intended for public use when it has been determined that motorists 
frequently attempt to use the crossover.  

Support:  
12 The AUTHORIZED VEHICLES ONLY (R5-11 (V)) sign for non-chained crossovers is used in 

accordance with The Code of Virginia § 46.2-808.1. 

Option:  
13 The AUTHORIZED VEHICLES ONLY (R5-11 (V)) sign may also be installed at maintenance 

driveways along limited access highways.   

Standard: 
14 The NO PEDESTRIANS, BICYCLES, MOPEDS, ANIMALS, SELF-PROPELLED MACHINERY, 

OR EQUIPMENT (R5-V2) sign shall be used to mark the entrances to any section of 
limited access highway on which the Commonwealth Transportation Board has 
imposed such restriction. 

Support: 
15 An entrance to a section of limited access highway can include locations where a non-

limited access facility turns into a limited access facility.   

16 The NO PEDESTRIANS, BICYCLES, MOPEDS, ANIMALS, SELF-PROPELLED MACHINERY, OR 
EQUIPMENT (R5-V2) sign is required in accordance with the Code of Virginia § 46.2-808. 

Section 2B.41 Wrong-Way Traffic Control at Interchange 
Ramps 
Standard: 

01 At interchange exit ramp terminals where the ramp intersects a crossroad in such a 
manner that wrong-way entry could inadvertently be made, the following signs shall 
be used (see Figure 2B-18(VA) in this Supplement): 

A. Two ONE WAY signs for each direction of travel on the crossroad shall be placed 
where the exit ramp intersects the crossroad.  

B. If an island exists on the ramp between the channelized right turn lane and the 
stop controlled lane(s), two ONE WAY signs for each direction of travel on the 
crossroad shall be placed in the island.  

C. At least two DO NOT ENTER signs shall be conspicuously placed near the 
downstream end of the exit ramp in positions appropriate for full view of a road 
user starting to enter wrongly from the crossroad.  

D. One DO NOT ENTER sign shall be conspicuously placed on the back of the STOP or 
YIELD sign controlling movements on the channelized right turn lane.  See Section 
2B.10 of the MUTCD for guidance related to signs mounted on the back of STOP or 
YIELD signs.   
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E. Two WRONG WAY signs shall be placed on the exit ramp at least 250 feet from the 
crossroad facing a road user traveling in the wrong direction. 

F. A NO LEFT TURN and/or  a NO RIGHT TURN sign shall be placed on the crossroad in 
advance of the intersection with the ramp.   

02 At interchange exit ramp terminals where the ramp intersects a crossroad in such a 
manner that wrong-way entry could inadvertently be made, the following pavement 
markings shall be used (see Figure 2B-18(VA) in this Supplement): 

A. On two-lane paved crossroads at interchanges, double solid yellow lines shall be 
used as a center line for an adequate distance on both sides approaching the ramp 
intersections.   

B. A lane-use arrow shall be placed in each lane of an exit ramp near the crossroad 
terminal where it will be clearly visible to a potential wrong-way road user and to 
indicate the permissive direction of flow.  

C. Slender, elongated wrong-way arrow pavement markings (see Figure 3B-24) 
intended primarily to warn wrong-way road users that they are traveling in the 
wrong direction shall be placed upstream from the ramp terminus (see Figure 2B-
18(VA) in this Supplement) to indicate the correct direction of traffic flow. 

D. When channelized turn roadways exist, a wrong-way arrow shall be placed near 
the channelized turn roadway terminal. 

Figure 2B-18(VA).  Example of Application of Regulatory 
Signing and Pavement Markings at an Exit Ramp 

Termination to Deter Wrong-Way Entry 
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Option: 
03 The following traffic control devices may be used to supplement the signs and pavement 

markings described in Paragraphs 1 and 2: 

A. Additional ONE WAY signs may be placed, especially on two-lane rural crossroads, 
appropriately in advance of the ramp intersection to supplement the required ONE 
WAY sign(s).  

B. Additional WRONG WAY signs may be used.  

C. Additional wrong-way arrow pavement markings may also be placed on the exit 
ramp at appropriate locations to indicate wrong-way movement.  

D. The additional wrong-way arrow markings may consist of pavement markings or a 
combination of pavement markings and bidirectional red-and-white raised 
pavement markers or other units that show red to wrong-way road users and white 
to other road users (see Figure 3B-24).  

E. Lane-use arrow pavement markings may be placed on the crossroad near its 
intersection with the exit ramp to indicate the permissive direction of flow.   

F. Freeway entrance signs (see Section 2D.46 of the MUTCD) may be used.  

Standard: 
04 If bidirectional red-and-white raised pavement markers are used according to the 

option in Section D of Paragraph 3, an engineering study shall be conducted to justify 
the use of the markers.  

05 On interchange entrance ramps where the ramp merges with the through roadway 
and the design of the interchange does not clearly make evident the direction of 
traffic on the separate roadways or ramps, a ONE WAY sign visible to traffic on the 
entrance ramp and through roadway shall be placed on each side of the through 
roadway near the entrance ramp merging point as illustrated in Figure 2B-19. 

Option: 
06 At locations where engineering judgment determines that a special need exists, other 

standard warning or prohibitive methods and devices may be used as a deterrent to the 
wrong-way movement. 

Standard: 
07 Except for where DO NOT ENTER signs are attached to the back of a STOP or YIELD 

sign, ONE WAY signs shall be mounted below the DO NOT ENTER signs.  See MUTCD 
Section 2B.10 for guidance related to signs mounted on the back of STOP or YIELD 
signs.   

08 DO NOT ENTER & ONE WAY sign assemblies (see Figure 2B-18(VA) in this Supplement) 
that are located along the exit ramp facing a road user who is traveling in the wrong 
direction shall be installed at a minimum mounting height of 3 feet, measured 
vertically from the bottom of the ONE WAY sign to the elevation of the near edge of 
the pavement. 
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Figure 2B-19.  Example of Application of Regulatory Signing 
and Pavement Markings at an Entrance Terminal Where the 

Design Does Not Clearly Indicate the Direction of Flow 

 
 
Support: 

09 Section 2B.42 of the MUTCD contains further information on signing to avoid wrong-
way movements at at-grade intersections on expressways. 

Section 2B.46 Parking, Standing, and Stopping Signs (R7 and 
R8 Series) 
Support: 

01 Signs governing the parking, stopping, and standing of vehicles cover a wide variety of 
regulations, and only general guidance can be provided here. The word "standing" when 
used on the R7 and R8 series of signs refers to the practice of a driver keeping the 
vehicle in a stationary position while continuing to occupy the vehicle. Typical examples 
of parking, stopping, and standing signs and plaques (see Figures 2B-24(VA) and 2B-
25(VA) in this Supplement) are as follows: 

1. NO PARKING ANY TIME (R7-1);  

2. NO PARKING X:XX AM TO X:XX PM (R7-2, R7-2a);  

3. NO PARKING EXCEPT SUNDAYS AND HOLIDAYS (R7-3);  

4. NO STANDING ANY TIME (R7-4);  

5. XX HOUR PARKING X:XX AM ς X:XX PM (R7-5);  

6. NO PARKING LOADING ZONE (R7-6);  

7. NO PARKING BUS STOP (R7-7, R7-107, R7-107a);  

8. RESERVED PARKING for persons with disabilities (R7-8);  
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9. VAN ACCESSIBLE (R7-8P);  

10. Pay Station (R7-20);  

11. Pay Parking (R7-21, R7-21a, R7-22);  

12. Parking Permitted X:XX AM TO X:XX PM (R7-23);  

13. Parking Permitted XX HOUR(S) XX AM ς XX PM (R7-23a);  

14. XX HR PARKING X:XX AM TO X:XX PM (R7-108);  

15. NO PARKING ANYTIME/XX HOUR PARKING X:XX AM ς X:XX PM (R7-200, R7-200a);  

16. TOW-AWAY ZONE (R7-201P, R7-201aP);  

17. THIS SIDE OF SIGN (R7-202P);  

18. EMERGENCY SNOW ROUTE NO PARKING IF OVER XX INCHES (R7-203);  

19. NO PARKING ON PAVEMENT (R8-1);  

20. NO PARKING EXCEPT ON SHOULDER (R8-2);  

21. No Parking (R8-3, R8-3a);  

22. EXCEPT SUNDAYS & HOLIDAYS (R8-3bP);  

23. ON PAVEMENT (R8-3cP);  

24. ON BRIDGE (R8-3dP);  

25. ON TRACKS (R8-3eP);  

26. EXCEPT ON SHOULDER (R8-3fP);  

27. LOADING ZONE (R8-3gP);  

28. X:XX AM TO X:XX PM (R8-3hP);  

29. EMERGENCY PARKING ONLY (R8-4);  

30. NO STOPPING ON PAVEMENT (R8-5);  

31. NO STOPPING EXCEPT ON SHOULDER (R8-6);  

32. EMERGENCY STOPPING ONLY (R8-7);  

33. TOW-AWAY ZONE PENALTY $100-$500 FINE Plaque (R7-VP1); 

34. STATE POLICE PARKING ONLY (R7-V1). 
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Figure 2B-24(VA).  Parking and Standing Signs and Plaques  
(R7 Series) (Sheet 1 of 2) 
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Figure 2B-24(VA).  Parking and Standing Signs and Plaques  
(R7 Series) (Sheet 2 of 2) 
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Figure 2B-25(VA).  Parking and Stopping Signs and Plaques  
(R8 Series) 

 
 

Section 2B.49 Emergency Restriction Signs (R8-4, R8-7, R8-8, 
R8-VP1) 
Option: 

01 The EMERGENCY PARKING ONLY (R8-4) sign or the EMERGENCY STOPPING ONLY (R8-7) 
sign (see Figure 2B-25(VA) in this Supplement) may be used to discourage or prohibit 
shoulder parking, particularly where scenic or other attractions create a tendency for 
road users to stop temporarily. 

02 The DO NOT STOP ON TRACKS (R8-8) sign (see Figure 8B-1 in the MUTCD) may be used 
to discourage or prohibit parking or stopping on railroad or light rail transit tracks (see 
Section 8B.09 of the MUTCD). 
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Standard: 
03 Emergency Restriction signs shall be rectangular and shall have a red or black legend 

and border on a white background. 

Option: 
04 At the request of the Virginia State Police, an UNATTENDED VEHICLES SUBJECT TO 

TOWING AT OWNERS EXPENSE (R8-VP1) plaque may be added to the EMERGENCY 
STOPPING ONLY (R8-7) sign (see Figure 2B-25(VA) in this Supplement). 

Section 2B.50 WALK ON LEFT FACING TRAFFIC and No 
Hitchhiking Signs (R9-1, R9-4, R9-4a) 
Option: 

01 The WALK ON LEFT FACING TRAFFIC (R9-1) sign (see Figure 2B-26) may be used on 
highways where no sidewalks are provided. 

Standard: 
02 If used, the WALK ON LEFT FACING TRAFFIC sign shall be installed on the right-hand 

side of the road where pedestrians walk on the pavement or shoulder in the absence 
of pedestrian pathways or sidewalks. 

Option: 
03 The No Hitchhiking (R9-4) sign (see Figure 2B-26) may be used to prohibit standing in or 

adjacent to the roadway for the purpose of soliciting a ride. The R9-4a word message 
sign (see Figure 2B-26) may be used as an alternate to the R9-4 symbol sign.  Typical 
placement of the No Hitchhiking (R9-4) sign on a freeway interchange ramp is shown in 
Figure 2B-18(VA) in this Supplement. 

Standard:  
04 When used on a freeway interchange ramp, the No Hitchhiking (R9-4) sign shall be 

placed no less than 50 feet and no greater than 100 feet from the stop line pavement 
marking.   

Section 2B.53 Traffic Signal Signs (R10-5 through R10-30) 
Option: 

01 To supplement traffic signal control, Traffic Signal signs R10-5 through R10-30 may be 
used to regulate road users. 

02 Traffic Signal signs (see Figure 2B-27(VA) in this Supplement) may be installed at certain 
locations to clarify signal control. Among the legends that may be used for this purpose 
are LEFT ON GREEN ARROW ONLY (R10-5), STOP HERE ON RED (R10-6 or R10-6a) for 
observance of stop lines, DO NOT BLOCK INTERSECTION (R10-7) for avoidance of traffic 
obstructions, USE LANE(S) WITH GREEN ARROW (R10-8) for obedience to lane-use 
control signals (see Chapter 4M), LEFT TURN YIELD ON GREEN (symbolic circular green) 
(R10-12), and LEFT TURN YIELD ON FLASHING RED ARROW AFTER STOP (R10-27). 

http://mutcd.fhwa.dot.gov/htm/2009/part2/part2b.htm#figure2B26
http://mutcd.fhwa.dot.gov/htm/2009/part2/part2b.htm#figure2B26
http://mutcd.fhwa.dot.gov/htm/2009/part2/part2b.htm#figure2B26
http://mutcd.fhwa.dot.gov/htm/2009/part2/part2b.htm#figure2B27
http://mutcd.fhwa.dot.gov/htm/2009/part4/part4m.htm
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Figure 2B-26 Pedestrian Signs and Plaques (Sheet 1 of 2) 

 

 

 

http://mutcd.fhwa.dot.gov/htm/2009/part2/fig2b_26_1_longdesc.htm

